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Air Logic
F-2804 Series
Check Valves
/ ] l'i ‘ FEATURES e Minimum Cracking Pressure
ﬁ/ %i KR e Miniatre Size
° . :.? : e Low Cost
l SPECIFICATIONS

Maximum Supply: F-2804401 < 10 PSI

F-2804-402 < 10 PSI

F-2804-403 ¢ 10 PSI

F-2804-404 < 75 PSI

The F-2804 Series Check Vaives permit flow in one direction
only. The operation of the check valve is based on the movement
of a small disc. The disc shifts within the housing as the pressure
differential changes from forward to reverse. A fiat surface on
one side of the disc seals off flow, while the other side allows
flow to pass.

Two models are available from the Standard Units, F-2804-<401,

402 & 403 to the High Flow Unit, F-2804-404. .

The advantages of the check valve design is the low *‘cracking
pressure”’, minimum differential required for forward flow, which
is less than 0.005 PS| differential in the Standard Units. Secondly,
there is no residual pressure difference across the check valve
once flow has ceased. Flow in the forward direction is relatively
unrestricted, approximately equivalent to the restriction of a 0040
inch orifice in the Standard Units. The amount of flow permitted
in the reverse direction, which is the sealing side, and the forward
direction, which is full flow, is shown in the graphs below.

Operating Temperature: 40° to 120°F. (5° 10 48°C))

Recommended Filtration: § micron

Cracking Pressure: F-2804-401 « Less than .8° H,0
F.2804-402 < Less than .8” H,0O
F-2804-403 <« Less than .8" H,0
F-2804-404 ¢ Less than 10° H,0

MATERIALS
Housing: Potysutfone
Disc: F-2804-401 ¢ Celcon Disc
F-2804-402 + Celcon Disc
F-2804-403 ¢ Silicone
F-2804-404 < Silicone

MOUNTING
iniine

PORT CONNECTIONS
Straight ponts for 1/16" 1.D. flexible tubing
Barbs for 1/16° or 1/8° 1.D. flexible tubing
The F-2804-404 has 10-32 Threads

F-2804-401, 402, 433

ORDERING INFORMATION (Order by mode! number and specify oW
accessory letters required.)
F-2804 — 404 — B8S
-_— -
— . FORWARD FLOW REVERSE FLOW
B80—Barbs for 1/16°
F-2804-402 1.D. wbing
X B85—Barps for 1/8°
F-2804-403 1.D. tubing TYPICAL FLOW CHARACTERISTICS
No accessory numbers :
required for straight ports
F-2804-404 Black B80-—Barts for 1/16° Less than 2.98 SCIM
1.D. wbing 0.12 SCFM
B85—Barbs for 1/8* Less than 1.00 SCIM 1 PSI Supply
1.D. tubing Less than 0.20 SCIM
1032 threads. No accessory 2.0 SCFM
numbers required. F-2804-404 Less than 0.06 SCIM 75 PSI Supply
104 O.D.
DIMENSIONS @66 1.m) ] (1':37)
045 LD, ean
( )= Metric Dimensions KL L(E:%D'
Ji: <
10-32 UNF
Ry a8 BOTH ENDS
(1ras
4.75) F-2804-401, 402, 403 B3O .
306
= e - (151:"
}__ o 1.187 oBLD. 49)
162 _‘J 236 1 226
IR | | ‘ fas) 2s000. -
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— e
CUSTOMER HOTUINE

AP

AMP INCORPORATED
HARMISBURG, FA 17108

1 800 722-94 10

. "AMP* AMPUMITE’

HDP-20 AND HDE-20 CONNECTORS
THREE-PIECE AND ._)E°¢v_mnm.
CABLE CLAMP KITS.

{STRAIGHT AND RIGHT-ANGLE) 2-4-88

IS 6659

RELEASED

19 8859

2. DESCRIPTION

Thiss-piece kits 748108 snd 743311 can be used In
enher 30° {right-angle) or 183°(sraight} cable-exit
appiications. Esch hree—place kit le. y:

6LOTS

INNER CUTOUT
(ACCEPTS KEYING

CABLE
SUPPORT
aAves

sssembly. The yoke also has two Xeying delents ta sc-
cepl the lnner channets of the covers. Each caver
lesturas threa latching sresy snd & cadblo—exit eres.
One cover hes tsiching skais which sre ascured 1o the
tsiching tste of the other cover. Each caver siso tea-
tures en Nner culaut which snaps avers the detent bers
of ihe yoke. The cable-esit areas wit sccepl one of Ihe
lour avallable cabie support gates supplied with the ki

Excopt for it 745350, sach wo~plecs kit festures twa
maring covers end assorted Csble support gstes. Kit
745550 conslats ol two covers with “dull-in® cable
qupport getas. Two-plece kils 745547, 74555), end
145560 ere designed lor 180° cable-axn spplicadons:
only and Wt 745550 1a used with 50° cable-exit applica-

tions only. Two-plece Wis have |ha same lstching '

leatures 33 the three—piece Kts: ona cover has latch-
ing sais which ere secured o the laiching tabs of the
other coves, .

The cable suppor Qates are designed to raatrict the
sparmue alameter of the ceble ext ares dependng on
the dlameoter of the cedle or wire bunde deing used.
The cable support gates should provide sulticlent clo-
swe of the cable exit aress o provide swsin relel lor
the conducior bundle or jacketed cable being used.
The cable—exit sreas of Rits 743308, 745311, snd
148560 wil accommodala discrete wires or [acketed

AMPLIMITE CABLE CLAMP KIT'S

cable UP 10 .550 In, n dlameter. The cable-exit arae of
Wiz T45547 and 745550 wid saccommodata up ta .330
In. n dlameter and 1he cable-exht aras of kit 745833
will sccommodale up.la-. 425 in. In diamaeter.

a ' o you are uaing & tNvae-plece hit,
. _.. lollow 1he procedwas in Sections I

and 5: it you sre using & fwo-piece
M, proceed 10 Sections 4 and §.

3. )Mwmgm.—.< PROCEDURE, THREE-PIECE

KITS

Detarming hst you have the correct csble clamp Wit
lar the connecior you are using. Then procesd as lol-
lows:

1. Terminate the conductors in tne

you are using sccording ta the instructons pack-
sged with the toalng.

NOTE Ensure thal you maintein 1-in,
length on Individual coaductors

when using Jeckeled csdle.

2. Skde 5-,«5... oo the connector Nange.

3. Lay tha cover with the latching siots on a flat
surface with the slots In an uprght position, See
~Figuwre 1,

4. Depending on the ceble-axit orlentation you
doalke [stralght or right angle). lay the yoke and
cbnnector assembly in the cover. See Figwes 2
nd 3.

1. INTRODUCTION

DETENT) . .
NO PART NUMBERS
OF | CABLE| AMPLIMITE HDP-20| AMPLIMITE HDE-20 AMPUMITE HDE-20 | CONN
CONT| CLAMP {Metal Shell) (Metal Sheil) {Al-Plastic) TYPE
POSN| ASSY CONNECTORS CONNECTORS CONNECTORS
203208
207484 748498 Ta82NY Plug
208438
13 743308 208107
207483 748498 743201 Rept
2084418
“M”““ 743498 745218 Plug
7 748311
WM“”M" Tes497 748211 Rept
Fig. ¥

Iwa-piace kils are designed for the AMPLIMITE HOE-20

YOKE

CONNECTOR
FLANGE .

CQVER

s lnstruction sheet {IS) cnvers the assembly snd a0~
phcation procedures lor AMPLIMITE coanector two-
and Ihree-prace cable clamp kits. ANl kks conusin pans
manulaciured from black thermoplastic matensl. The
Ihres-pieca kits are designed lor the AMPLIMITE
HOP-20 and HDE-20 conneciory kated in Figure 1. The

L~ 1984, 1988 by ANP Incerperated.
i armationat faghre Rosaed

* Trademark of AMP incerporated

conneciors iswed in Figure 4, Aesed these insuucuony
careluly bDefore 83sembing any is.

Al dimensions presented on this
Instruction sheet are in inches.

PAGE t OF 4

180° CABLE EXIT
APPLICATION

CABLE

9@* CABLE EXIT
APPLICATION

Fig. 2

PAGE 2 OF 4

Fig. 3
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@ Compression Springs

Material

Music wire
ASTM-A228 or AMS 5112

Stainless steel

Commercial Type 302, ASTM-A313 or

AMS 5688 spring temper. (chemical & physical only)
No charge for certificate of compliance when requested;
certificate of chemical analysis available, see price book.
Music wire will be furnished unless stainless steel is
specified. When inquiring or ordering, use letter “M” or
letter “S” as suffix on catalog numbers to designate music
wire or stainless steel wire, respectively.
Music wire springs are not fecommended for applications
where the temperature exceeds 250 deg F (121 deg C).
Stainless steel springs are not recommended for applica-
El:(;ns where the temperature exceeds 500 deg F (260 deg

Direction of Helix
" Right hand.

Ends

on

Squared and ground. Ends to be square within 3° with axis
O.D. sizes 0.057-0.088 in (1.45-2.24 mm) squared ends
not ground.

Free length L is for reference use only. Load P is attained
at length L,. For stainless steel multiply P by 0.833.
Load values shown are for music wire.

" pression springs in the

Stock sizes in
music wire and
stainless steel

offers a broad variety of helical com-
SPEC selection. They are reliable,
inexpensive and efficient — the right combination for
general-purpose use throughout industry.

Associated Spring

For normal service, springs should not be compressed
below L:.

To.determine load P at any length other than L, multiply
the proposed deflection by the rate R. *[P + (L-Lx) x R]
When stainless stee! is used the value for rate R must
be corrected by multiplying R by 0.833.

Finishes

Standard finish is that of the normal wire. Shot-peened and
plated finishes furnished on request. Allow sufficient
additional time for special finishes.

Tolerances
0.D. (English) 0.D. (Metric)
0.057 t0 0.119 in = 0.003 in 1.45 to 3.02 mm + 0.08 mm
0.120 to 0.240 in = 0.005 in 3.05 to 6.10 mm = 0.13 mm
0.241 to 0.500 in = 0.008 in 6.12 to 12.70 mm = 0.20 mm
0.501 to 1.000 in = 0.015 in 12.73 to 25.40 mm = 0.38 mm
1.001 to 1.225 in = 0.020 in 25.43 to 31.12 mm = 0.51 mm
1.226 to 1.460 in + 0.030 in 31.14 to 37.08 mm = 0.76 mm
1.461 to 2.000 in + 0.040 in 37.11 to 50.80 mm = 1.02 mm

Load, P + 10%
Spring Rate, R = 10%
*Lx = Desired Load Length
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STOCK COMPRESSION SPRINGS

A Associated Spring
Music Wire and Stainless Steel = Raymond/@ BARNES
Outside Wire Free Length Load, P Length, Solid Height, Spring Rate,
CATALOG Diameter Diameter L, Approx. at L, L, Approx. R
NUMBER* in mm in mm in mm Ibt Nt in mm in mm Ib/int | N/mmft
C0600-063-2000 2.00 50.80 1.059 | 26.90 | 0.700 | 17.78 18.0 3.15
C0600-063-2250 2.25 57.15 1.184 | 30.07 | 0.768 | 19.51 15.9 2.78
C0600-063-2500 0.063 1.60 2.50 63.50 | 18.00 80.07 | 1.308 | 33.22 | 0.836 | 21.23 14.2 2.49
C0600-063-2750 2.75 69.85 1.433 | 36.40 | 0.863 | 21.92 13.7 2.40
C0600-063-3000 3.00 76.20 1.558 | 39.57 | 0.927 | 23.55 12.5 2.19
C0600-063-3500 3.50 88.90 1.807 | 45.90 | 1.055 | 26.80 10.6 1.856
C0600-067-0625 0.62 15.75 0.360- 9.14 | 0.300 7.62 80.0 |[14.01
C0600-067-0750 0.75 19.05 0.430 | 10.92 | 0.336 8.53 66.0 [11.56
C0600-067-0880 0.88 22.35 0455 | 11.56 | 0401 | 10.19 50.0 8.76
C0600-067-1000 1.00 25.40 0530 | 13.46 | 0.430 | 10.92 45.0 7.88
C0600-067-1250 1.25 31.75 0.665 | 16.89 | 0.505 | 12.83 36.0 6.30
C0600-067-1500 0.067 1.70 1.50 38.10 | 21.00 93.41 | 0.780 | 19.81 | 0.594 | 15.09 29.0 5.08
C0600-067-1750 1.75 44.45 0.830 | 21.08 | 0.715 | 18.16 23.0 4.03
C0600-067-2000 2.00 50.80 1.106 | 28.09 | 0.771 | 19.58 22.5 3.94
C0600-067-2250 2.25 57.15 1.236 | 31.39 | 0.847 | 21.51 19.8 3.47
C0600-067-2500 2.50 63.50 1.366 | 34.70 | 0.923 | 23.44 17.7 3.10
C0600-067-2750 2.75 69.85 1.496 | 38.00 | 0.966 | 24.54 16.7 2.92
C0600-067-3000 3.00 76.20 1.626 | 41.30 | 1.040 | 26.42 15.3 2.68
C0600-072-0620 0.62 15.75 0.405 | 10.29 | 0.381 9.68 | 1145 |20.05
C0600-072-0750 0.75 19.05 0.445 | 11.30 | 0.396 | 10.06 78.0 (13.66
C0600-072-0880 0.88 22.35 0.520 | 13.21 | 0.433 | 11.00 68.0 (11.91
C0600-072-1000 1.00 25.40 0.565 | 14.35 | 0.502 | 12.75 55.0 9.63
C0600-072-1250 1.25 31.75 0.710 | 18.03 | 0.581 | 14.76 45.0 7.88
C0600-072-1500 0.072 1.83 1.50 38.10 | 24.00 | 106.76 | 0.830 | 21.08 | 0.691 | 17.55 36.0 6.30
C0600-072-1750 1.75 44.45 0.950 | 24.13 | 0.801 | 20.35 30.0 5.25
C0600-072-2000 2.00 50.80 1.140 | 2896 | 0.848 | 21.54 28.0 4.90
C0600-072-2250 2.25 57.15 1.301 | 33.05 | 0.946 | 24.03 259 4.54
C0600-072-2500 2.50 63.50 1.438 | 36.53 | 1.033 | 26.24 23.1 4.05
C0600-072-2750 2.75 69.85 1.601 | 40.67 | 1.119 | 28.42 209 3.66
C0600-072-3000 | 0.600 | 15.24 3.00 76.20 1.742 | 44.25 | 1.206 | 30.63 19.1 3.34
C0600-081-0620 0.62 15.75 0466 | 11.84 | 0.412 | 10.46 |212.6 (37.23
C0600-081-0750 0.75 19.05 0.553 | 14.05 | 0.459 | 11.66 | 165.6 [29.00
C0600-081-0880 0.88 22.35 0.639 | 16.23 | 0.507 | 12.88 |135.6 (23.74
C0600-081-1000 1.00 25.40 0.719 | 18.26 | 0.552 | 14.02 | 116.2 (20.35
C0600-081-1250 1.25 31.75 0.885 | 22.48 | 0.644 | 16.36 89.5 |[15.67
C0600-081-1500 1.50 38.10 1.051 | 26.70 | 0.736 | 18.69 728 |12.75
C0600-081-1750 1.75 44.45 1.217 | 30.91 | 0.828 | 21.03 61.3 [10.73
C0600-081-2000 2.00 50.80 1.383 | 35.13 | 0.920 | 23.37 53.0 9.28
C0600-081-2250 0.081 2.06 2.25 57.15 | 32.69 | 14541 | 1.549 | 39.34 | 1.012 | 25.70 46.6 8.16
C0600-081-2500 2.50 63.50 1.715 | 43.56 | 1.104 | 28.04 41.7 7.30
C0600-081-2750 2.75 69.85 1.881 | 47.78 | 1.196 | 30.38 37.6 6.58
C0600-081-3000 3.00 76.20 2.047 | 51.99 | 1.288 | 32.72 34.3 6.01
C0600-081-3250 325 | 82.55 2213 | 56.21 | 1.380 | 35.05 | 315 | 5.52
C0600-081-3500 3.50 88.90 2.379 | 60.43 | 1.472 | 37.39 29.2 511
C0600-081-3750 3.75 95.25 2.545 | 64.64 | 1.564 | 39.73 271 4.75
C0600-081-4000 4,00 |101.60 2.711 | 68.86 | 1.656 | 42.06 25.4 4.45
C0600-085-0620 0.62 15.75 0.477 | 12.12 | 0433 | 11.00 | 2625 [45.96
C0600-085-0750 0.75 19.05 0.565 | 14.35 | 0.484 | 12.29 |203.6 [35.65
C0600-085-0880 0.88 22.35 0.654 | 16.61 | 0.536 | 13.61 |166.4 [29.14
C0600-085-1000 1.00 25.40 0.736 | 18.69 | 0.583 | 14.81 |142.3 (24.92
C0600-085-1250 1.25 31.75 0.906 | 23.01 | 0.682 | 17.32 |109.4 (19.16
C0600-085-1500 1.50 38.10 1.076 | 27.33 | 0.781 | 19.84 88.8 [15.55
C0600-085-1750 1.75 44.45 1.247 | 31.67 | 0.880 | 22.35 74.8 |13.10
C0600-085-2000 2.00 50.80 1.417 | 3599 | 0.978 | 24.84 64.5 |[11.29
.| C0600-085-2250 0.085 2.16 2.25 57.15 | 37.62 | 167.33 | 1.588 | 40.34 | 1.077 | 27.36 56.8 9.95
C0600-085-2500 2.50 63.50 1.758 | 44.65 | 1.176 | 29.87 50.7 8.88
C0600-085-2750 2.75 69.85 1.928 | 48.97 | 1.275 | 32.39 45.8 8.02
C0600-085-3000 3.00 76.20 2.099 | 53.31 1.374 | 34.90 41.7 7.30
C0600-085-3250 3.25 82.55 2.269 | 57.63 | 1473 | 3741 38.3 6.71
C0600-085-3500 3.50 88.90 2439 | 61.95 | 1.572 | 39.93 35.5 6.22
C0600-085-3750 3.75 95.25 2.610 | 66.29 | 1.670 | 42.42 33.0 5.78
C0600-085-4000 4.00 |101.60 2.780 | 70.61 1.769 | 44.93 30.8 5.39
C0600-092-0750 0.75 19.05 0.591 | 15.01 | 0524 | 13.31 |291.5 |51.04
C0600-092-0880 0.092 2.34 0.88 22.35 | 46.46 [206.65 | 0.684 | 17.37 | 0.581 | 14.76 |237.0 |41.50
C0600-092-1000 1.00 25.40 0.770 | 19.56 | 0.633 | 16.08 |202.2 |35.41
tFor stainless steel, multiply values by 0.833.
*When inquiring or ordering, use letter “M’’ or letter ‘S’ as suffix on catalog numbers to designate music wire or
stainless-steel wire, respectively.
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A Constant—force Springs

Material

Type 301 stainless steel.

Note

Be sure to allow at least 1Yz coils of material on the drum at
full extension. The spring ID will wrap tightly on the drum so
that in most applications no fastening method on the drum

is required.

Typical load/deflection curves

Load

Constant-force

Deflection

80

Stock sizes in
stainless steel

Constant-force springs are a special variety of extension
spring. They consist of a spiral of strip material with built-in
curvature so that each turn of the strip wraps ti?htly onits
inner neighbor. When the strip is extended (deflected) the
inherent stress resists the loading force, just as in a com-
mon extension spring, but at a nearly constant (zero) rate.
The accompanying load/deflection curves illustrate this.

The constant-force spring is well suited to long extensions
with no load build-up. In use, the spring is usually mounted
with the ID tightly wrapped on a drum and the free end
attached to the loading force, such as in a counterbalance
application. This relationship can be reversed, however,
with the free end mounted stationary and the spring itself
providing the working force, as with carbon brushes in
electrical apparatus.

Considerable flexibility is possible with constant-force
springs because the load capacity can be multiplied by
using two or more strips in tandem, back-to-back, or lami-
nated, as illustrated.

How to multiply constant-force spring load

Laminated

Back-to-back
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STOCK CONSTANT-FORCE SPRINGS

Associated Spring

Stainless Steel Pl Raymond /@\ BARNES
Initial Working I.D. Drum Load End Configuration
(NP0l Thickness Width Length | Extension Ext. |(Reference)] Diameter| =+10% A B R
NUMBER in lmm in [ mm | in ] mm | in ] mm |in |mm | in ] mm | in I mm | lb | N in! mml in Tmm] in] mm
Fatigue Life 4,000 Cycles
=t CF015-0050 |0.004]0.10]0.25| 6.35] 15| 381 |0.61 | 1549]12 305 [0.34| 8.64 }0.40|10.16 J0.50| 2.22| %8| 9.5| 0.131| 3.3| V2| 12.7
CF018-0075 [0.005| 0.13]0.31] 7.87| 18| 457 | 0.75 | 19.05|15|381 [0.42(10.67 |0.50{12.70 |0.75 | 3.34} % 9.5| 0.131| 3.3| Y2| I12.7
CF022-0112 | 0.006 0.IN5 0.37| 9.40| 22| 5591 0.92 | 23.37]18|457 [0.51|12.95 |0.62 |15.75 |1.12| 4.98| ¥ | 9.5| 0.131| 3.3 | ¥2| 127
~| CFo026-0162 |0.007| 0.18 ] 0.50| 12.70] 26 | 660 | 1.06 | 26.92| 21 |533 [0.59|14.99 [0.75|19.05 [1.62| 7.21| %| 9.5] 0.131| 3.3| Y| 12.7 |
CF030-0237 | 0.008| 0.20 | 0.59|14.99] 30 | 762 | 1.22 | 30.99}24 1610 |0.68|17.27 |0.87)22.10 |2.3710.54|%| 9.5 0.187| 4.7} 73| 22.2
~{ CF034-0350 [ 0.010| 0.25]0.68|17.27| 34| 864 | 1.53 | 38.86|27 |686 [0.85|21.59 |1.00|25.40 |3.505.57| %8| 9.5| 0.187) 4.7 78| 22.2 |~
CF038-0500 | 0.012| 0.30 | 0.81[20.57] 38 | 965 | 1.84 | 46.74]30| 762 |1.02 |25.91 |1.25|31.75 [5.00 p2.24| Y| 9.5 0.187| 4.7| 78| 22.2
CF043-0700 { 0.014| 0.36 | 1.00| 25.40| 43 1b92 2.14 | 54.36]33 (838 [1.1930.23 |1.50(38.10 |7.00131.14| %8| 9.5| 0.187| 4.7| 7s| 22.2
Fatigue Life 40,000 Cycles
CF021-0025 10.006| 0.15]0.37| 9.40} 21| 533203 | 51.56]12 305 [1.13|28.70 |1.36 | 34.54 |0.25| 1.11]| ¥%| 9.5| 0.131{ 3.3| Y2| 12.7
CF025-0037 1 0.007| 0.18 | 0.50 | 12.70] 25| 635|2.36 | 59.94] 15 {38! |1.31{33.27 |1.5840.13 |0.37| 1.65]| %| 9.5} 0.131| 3.3| 2| 12.7
CF030-0050 | 0.008| 0.20 | 0.59| 14.99] 30| 762 2.72 | 69.09]| 18 | 457 |1.51|38.35 }1.81 | 45.97 |0.50 2.22 Y| 9.5| 0.187| 4.7} 78| 22.2
CF036-0075 |0.010| 0.2510.68{17.27| 36| 914 3.38 | 85.85]|21|533 {1.8847.75|2.26 |57.40 {0.75| 3.34} ¥%| 9.5| 0.187| 4.7| 7s| 22.2
«~=t CF042-0112|0.012| 0.30 | 0.81|20.57| 42 | 1067 | 4.07 {103.40] 24 | 610 |2.26|57.40 |2.71]68.83 |1.12 >4.98 Y8| 9.5 0.187|-4.7| 78| 22.2
CF048-0162 ] 0.014| 0.36 ] 1.00{25.40} 48 1219 | 4.74 {120.40| 27 | 686 |2.6366.80 |3.16|80.26 |1.62| 7.21] ¥%| 9.5| 0.187| 4.7| 7| 22.2

*Ix L Initial extension‘l Working extension

JS—

r .
| B (dia.) —1 A !4—
. SO
! | | P
.GAI.D.—ﬂ

Drum
diamete

*Initial extension is the minimum amount of extension needed to operate the spring and achieve a linear rate. (see chart page 77)
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@ Extension Springs

Material

Music wire

ASTM-A228 or AMS 5112
Stainless steel

Commercial Type 302, ASTM-A313 or

AMS 5688 spring temper. (chemical & physical only)
No charge for certificate of compliance when requested;
certificate of chemical analysis available, see price book.
Music wire will be furnished unless stainless steel is
specified. When inquiring or ordering, use letter “M" or
letter *S” as suffix on catalog numbers to designate music
wire or stainless steel wire, respectively.
Music wire springs are not recommended for applications
where the temperature exceeds 250 deg F (121 deg C).
Stainless steel springs are not recommended for applica-
tions where the temperature exceeds 500 deg F (260 deg

C).

Direction of Helix

Right or left according to machine set-up at time of run.

Ends

Full twist loop. Special ends on request.

Initial tension T is for reference only; free length dimension
L is approximate.

Maximum load P is attained at extended length L,.

To determine load P, rate R or initial tension T, for stain-
less steel, multiply the values given by 0.833. To determine
load P*at any extension other than L,, multiply the distance
in inches that the spring will be extended from the free
length L, by the spring rate R and add the initial tension T.

Stock sizes in
music wire and
stainless steel

All SPEC stock helical extension springs have uniform
body diameter and are produced with full twist loops the
same diameter as the body. The¥ are wound with initial
tension; some force is required before the coils are initially
separated. As with other Associated Spring stock compo-
nents, they are capable of wide application for experimen-
tal, development, prototype and maintenance work.

Finishes

Standard finish is that of the normal wire. Shot-peened and
plated finishes furnished on request. Allow additional time
for special finishes.

Tolerances
O.D. (English) 0O.D. (Metric)

0.063 to 0.119 in = 0.003 in 1.60 to 3.02 mm =+ 0.08 mm
0.120 to 0.240 in = 0.005 in 3.05t0 6.10 mm = 0.13 mm
0.241 to 0.500 in + 0.008 in 6.12 to 12.70 mm + 0.20 mm
0.501 to 1.000 in + 0.015 in 12.73 to 25.40 mm = 0.38 mm
1.001 to 1.225 in = 0.020 in 25.43t0 31.12 mm = 0.51 mm
1.226 t0 1.460 in = 0.030 in 31.14 to 37.08 mm = 0.76 mm
1.461 to 2.000 in + 0.040 in 37.11 to 50.80 mm = 1.02 mm

Load, P = 10%

Spring Rate, R + 10%

Position of Ends * 22 deg

*P=(lx-)xR+T 55

Lx = Desired Load Length
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STOCK EXTENSION SPRINGS

. . . byt Associated Spring
Music Wire and Stainless Steel ey Raymond/Q\ BARNES
Outside Wire Free Length Load, P Initial Ext. Spring Rate,
CATALOG Diameter Diameter L, Approx. at L, Tension, T** L, R
NUMBER* in mm in mm in mm ibt Nt bt Nt in mm Ib/int { N/mmt
E0420-055-1500 1.50 38.10 224 | 5690 | 195 | 341
E0420-055-1750 . 1.75 44.45 2.73 69.34 14.7 2.57
E0420-055-2000 2.00 50.80 322 | 8179 118 | 2.07
E0420-055-2250 | 0.420 | 10.67 | 0.055 | 1.40 2.25 57151 1580 | 70.28 | 1.40 6.23 3.71 | 94.23 9.8 | 1.716
E0420-055-2500 . . 2.50 63.50 4.21 | 106.93 8.4 1471
E0420-055-2750 2.75 69.85 4.70 | 119.38 74 | 1.296
E0420-055-3000 3.00 76.20 5.19 | 131.83 6.6 | 1.156
E0500-034-1250 1.25 31.75 2.56 | 65.02 24 | 0420
E0500-034-1370 1.37 34.80 3.27 | 83.06 1.7 | 0.298
E0500-034-1500 0.034 | 0.86 1.50 3810 | 349 | 1552 | 031 1.38 4.04 | 102.62 1.3 | 0.228
E0500-034-1750 1.75 44.45 5.52 | 140.21 0.8 | 0.140
E0500-034-2000 2.00 50.80 7.00 | 177.80 0.6 0.105
E0500-034-2250 2.25 57.15 8.48 | 215.39 0.5 0.088
E0500-037-1250 1.25 31.75 2.65 | 67.31 2.8 | 0490
E0500-037-1370 1.37 34.80 3.20 | 81.28 2.1 | 0368
E0500-037-1500 1.50 38.10 3.81 | 96.77 1.7 | 0.298
E0500-037-1750 1.75 44.45 | 4.98 | 126.49 1.2 | 0210
E0500-037-2000 2.00 50.80 6.12 | 155.45 1.0 | 0.175
E0500-037-2250 2.25 57.15 7.37 | 187.20 0.8 | 0.140
E0500-037-2500 0.037 | 0.94 2.50 63.50 | 4.40 | 19.57 | 040 1.78 8.54 | 216.92 0.7 | 0.123
E0500-037-2750 2.75 69.85 9.82 | 249.43 06 | 0.105
E0500-037-3000 3.00 76.20 11.10 | 281.94 0.5 | 0.088
E0500-037-3500 3.50 88.90 13.59 | 345.19 04 | 0.070
E0500-037-4000 4.00 |101.60 16.08 | 408.43 0.3 | 0.053
E0500-037-4500 4.50 |114.30 : 18.57 | 471.68 0.3 | 0.053
E0500-037-5000 5.00 | 127.00 21.06 | 534.92 02 | 0.035
E0500-041-1250 1.25 31.75 . 234 | 5944 4.8 | 0.841
E0500-041-1370 1.37 34.80 2.83 | 71.88 36 | 0.630
E0500-041-1500 1.50 | -38.10 332 | 84.33 29 | 0508
E0500-041-1750 1.75 44.45 4.29 | 108.97 2.0 0.350
E0500-041-2000 2.00 50.80 5.33 | 135.38 1.5 | 0.263
E0500-041-2250 2.25 57.15 6.30 | 160.02 1.3 | 0.228
E0500-041-2500 | 0.500 | 12.70 | 0.041 1.04 2.50 63.50 | 580 | 2580 | 0.50 222 7.31 | 185.67 1.1 | 0.193
E0500-041-2750 2.75 69.85 8.34 | 211.84 1.0 | 0.175
E0500-041-3000 3.00 76.20 9.38 | 238.25 08 | 0.140
E0500-041-3500 3.50 88.90 11.32 | 287.53 0.7 | 0.123
E0500-041-4000 4.00 |101.60 13.34 | 338.84 0.6 | 0105
E0500-041-4500 4.50 |114.30 1541 | 391.41 0.5 | 0.088
E0500-041-5000 5.00 |127.00 17.43 | 442.72 04 | 0070
E0500-045-1250 1.25 31.75 2.00 | 50.80 9.3 | 1.629
E0500-045-1370 1.37 34.80 2.568 | 6553 56 | 0.981
E0500-045-1500 1.50 38.10 2.94 74.68 4.6 | 0.806
E0500-045-1750 1.75 44.45 3.79 | 96.27 33 | 0.578
E0500-045-2000 2.00 50.80 461 | 117.09 26 | 0455
E0500-045-2250 2.25 57.15 549 |139.45 2.1 | 0.368
E0500-045-2500 0.045 | 1.14 2.50 63.50 | 7.50 | 33.36 | 0.70 3.11 6.36 | 161.54 1.8 | 0315
E0500-045-2750 2.75 69.85 7.23 | 183.64 1.6 | 0.280
E0500-045-3000 3.00 76.20 8.10 | 205.74 14 | 0.245
E0500-045-3500 3.50 88.90 9.64 | 244.86 1.1 | 0.193
E0500-045-4000 4.00 | 101.60 11.39 | 289.31 0.9 | 0.158
E0500-045-4500 450 |114.30 13.08 | 332.23 08 | 0.140
E0500-045-5000 5.00 |127.00 14.78 | 375.41 0.7 | 0.123
E0500-049-1250 1.25 31.75 188 | 47.75| 140 | 245
E0500-049-1370 1.37 34.80 225 | 57.15] 10.1 1.769
E0500-049-1500 . 1.50 38.10 2.64 | 67.06 7.8 | 1.366
E0500-049-1750 1.75 44.45 339 | 86.11 54 | 0946
E0500-049-2000 2.00 50.80 4.14 | 105.16 4.2 | 0.736
E0500-049-2250 0.049 | 1.24 2.25 57.15| 9.75 | 43.37| 0.88 3.91 4.89 | 124.21 34 | 0595
=1 E0500-049-2500 2.50 63.50 5.64 | 143.26 28 | 0490
E0500-049-2750 2.75 69.85 6.39 | 162.31 24 | 0420
~} E0500-049-3000 3.00 76.20 7.14 | 181.36 2.1 | 0.368
E0500-049-3500 3.50 88.90 8.64 | 21946 1.7 | 0.298
E0500-049-4000 4.00 | 101.60 10.15 | 257.81 14 | 0.245
E0500-049-4500 450 |114.30 11.67 | 296.42 1.2 | 0.210
E0500-049-5000 5.00 |127.00 13.15 | 334.01 11 | 0.193

tFor stainless steel, multiply values by 0.833. -
*When inquiring or ordering, use letter ‘M’ or letter *‘S’’ as suffix on catalog numbers to designate music wire or
stainless-steel wire, respectively.

* *Initial tension is for reference only and may vary.
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A Torsion Springs

LOADED POSITION
ALL PARTS

|

- MANDREL
+

MIN. AXIAL SPACE * *

L —

Material

Stainiess steel
Commercial Type 302 ASTM-A313 or
AMS 5688 (chemical & physical only)

No charge for certificate of compliance when requested,;
certificate of chemical analysis available, see price book.
See Page 77 for music wire torsion springs.

Direction of Helix

Must be specified by suffix to catalog number. Use L for
left-hand wound, R for right-hand wound.

Ends

Straight torsion ends are standard.

Finish

Stock sizes in
stainless steel

Associated Spring torsion springs are widely used to store
and release energy of rotation or to maintain a pressure
over a short distance. Our stock selection includes torsion
springs with four end positions, as shown in the drawings
on this page.

SPEC torsion springs are normally used over a supporting
mandrel or arbor. Suggested mandrel sizes allow about
10% clearance at the deflections listed. If greater deflec-
tions are used, the arbor size should be reduced. Sufficient
room (minimum axial space) must be provided in the
assembly for the spring to function properly. The minimum
axial space does not refer to the length of the coils.
SPEC torsion springs should be used in the direction that
winds the coils. In the unwinding direction the maximum
load is lower because of residual stresses.

Torque values listed are recommended maximum torques.
These values can be increased about 20% for static con-
ditions with only slight setting.

For inspection purposes the load should be applied at
1 leg length (E). Using other lengths appreciably alter the
active length of wire and affect the test results.

The torque values listed can be translated to direct load

M
by use of the formula P = E where P is the load applied

n

at the new leg length E,. Example: For part T012-090-055,
M  0.047
what is the load when E, = 0.187? P = — = == 025 Ib.

0.187 .

The torque values listed will be attained at the deflections
listed. Torque values at intermediate deflections can be
computed by direct proration. Example: For part TO30-

180-250, the torque at 90 deg deflection is 0.312 in-lb.

Figures show springs
wound left-hand

fo— M —a

£ P | | ]
Fig. 1 Fig. 2
90° Deflection 180° Deflection

—E—=
Plain finish is standard. Allow additional time for special
finishes. +
Tolerances £
Torque ~10% Fig. 3 Fig 4
oD > 5% 270" Defection 360° Deflection 73

Dotted lines represent final loaded position.
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STOCK TORSION SPRINGS

Stainless Steel

Associated Spring

Raymond@ gﬁ»ﬁa"es

Pos. Suggested Min.,
Wire Outside of | Def,, Torque Test Point Mandrel Axial

CATALOG Diameter Diameter |Ends,| Deg. M % E Size Space**

NUMBER® in mm in mm | Fig. in-lb [N-mm | in mm in mm in mm in mm,
T032-090-172 0.288 7.32 1 90 0.500 | 12.70 | 0.172 | 4.36 | 1.000 [25.40 ]0.152 3.86
T032-180-156 0.270 686 2 180 0.500 | 12.70 | 0.156 | 3.96 | 1.000 |25.40 {0.272 6.91
T032-270-156 }0.032 | 0.8/ | 0.264 6.71 3 270 |0.820 | 92.7 |0.500 | 12.70 | 0.156 | 3.96 | 1.000 |25.40 |0.382 (" 9.70
T032-180-218 0.366 9.30 2 180 ’ 0.500 | 12.70 } 0.218 5.54 | 1.000 |25.40 |0.208 5.28
T032-270-218 0.354 | 8.99 3 270 0.500 | 12.70 | 0.218 5.54 | 1.000 |25.40 10.296 7.52
T032-360-234 0.382 9.70 4 360 0.500 | 712.70 10.234 5.95 | 1.000 (2540 |0.352 | 8.94
T035-090-187 0.315 8.00 1 90 0.625 | 15.88 | 0.187 4.75 1 1.250 |31.75 [0.135 3.43
T035-180-187 0.303 7.70 2 180 0.625 | 15.88 | 0.187 4.75 | 1.250 |31.75 [0.290 7.37
T035-270-187 | 0.035 | 0.89 | 0.311 7.90 3 270 |1.000 {113.0 |0.625 | 15.88 | 0.187 4.75 11.250 [{31.75 |0.442 | 11.23
T035-180-281 0.450 [11.43 2 180 0.625 | 15.88 ] 0.281 7.14 11.250 i31.75 |0.212 5.38
T035-270-281 0.435 |[11.05 3 270 0.625 | 15.88 | 0.281 7.14 ] 1.250 }31.75 10.328 8.33
T035-360-312 0.471 |11.96 4 360 0.625 | 15.88 } 0.312 7.92 | 1.250 [31.75 |0.405 | 10.29
T038-090-234 0.386 | 9.80 1 90 0.625 | 15.88 1 0.234 | 5.94 | 1.250 [31.75 | 0.180 4.57
T038-180-218 0.368 | 9.35 2 180 0.625 | 15.88 | 0.218 5.54 | 1.250 {31.75 | 0.323 8.20
T038-270-218 | 0.038 | 0.97 | 0.353 8.97 3 270 |1.190 | 134.5 |0.625 | 15.88 | 0.218 5.54 | 1.250 {31.75 | 0.465 | 11.81
T038-180-312 0.487 |12.37 2 180 0.625 ' 15.88 | 0.318 | 8.08 | 1.250 [31.75 | 0.247 6.27
T038-270-312 0.477 [12.12 3 270 0.625 , 15.88 } 0.312 7.92 | 1.250 |31.75 |0.352 8.94
T038-360-328 0.514 |13.06 4 360 0.625 - 15.88 1 0.328 | 833 ] 1.250 |31.75 | 0.418 |.10.62
T040-090-187 0.309 7.85 1 90 0.625 | 15.88 | 0.187 4.75 | 1.250 |31.75 {0.198 5.03
T040-180-218 0.348 | 8.84 2 180 0.625 | 15.88 | 0.218 5.54 | 1.250 |31.75 |0.374 9.50
T040-270-218 }0.040 | 1.02 | 0.358 | 9.09 3 270 [1.375 | 1554 |0.625 1588 | 0218 | 5.54 | 1.250 [31.75 | 0.550 | 13.97
T040-180-343 0.518 |13.16 2 180 1.000 | 25.40 | 0.343 | 8.71 | 2.000 |50.80 | 0.242 6.15
T040-270-343 0.511 |12.98 3 270 1.000 | 25.40 | 0.343 8.71 | 2.000 |50.80 {0.374 9.50
T040-360-343 0.507 |12.88 4 360 1.000 | 25.40 | 0.343 8.71 | 2.000 |{50.80 |0.508 | 12.90
T045-090-203 0.357 9.07 1 90 0.625 | 15.88 | 0.203 5.16 | 1.250 |31.75 | 0.259 6.58
T045-180-218 0.377 9.58 2 180 0.625 | 15.88 | 0.218 | 5.5¢4 | 1.250 |31.75 | 0.427 | 10.85
T045-270-234 | 0.045 | 1.14 | 0.382 9.70 3 270 | 2.000 | 226. 0.625 | 15.88 | 0.234 5.94 | 1.250 [31.75 | 0.595 | 15.11
T045-180-359 0.575 | 14.61 2 180 1.000 | 25.40 | 0.359 | 9.12 | 2.000 |{50.80 | 0.293 7.44
T045-270-359 0.556 |14.12 3 270 1.000 | 25.40 | 0.359 | 9.12 | 2.000 |50.80 | 0.415 | 10.54
T045-360-359 0.549 |13.94 4 360 1.000 | 25.40 | 0.359 9.12 | 2.000 [ 50.80 | 0.540 | 13.72
T048-090-218 0.375 9.53 1 920 0.625 | 15.88 1 0.218 | 5.5¢ | 1.250 |31.75 } 0.238 6.05
T048-180-250 0.404 |10.26 2 180 0.625 | 15.88 | 0.250 6.35 | 1.250 |31.75 | 0.450 | 11.43
T048-270-250 | 0.048 | 1.22 | 0.416 | 10.57 3 270 | 2.500 | 282. 0.625 | 15.88 | 0.250 6.35 | 1.250 |31.75 | 0.660 | 16.76
T048-180-406 0.618 | 15.70 2 180 . 1.000 | 25.40 1 0.406 |10.31 | 2.000 | 50.80 | 0.292 7.42
T048-270-406 0.600 |15.24 3 270 1.000 | 25.40 { 0.406 |(10.31 | 2.000 | 50.80 | 0.450 | 11.43
T048-360-406 0.594 | 15.09 4 360 1.000 | 25.40 | 0.406 |10.31 | 2.000 | 50.80 | 0.610 | 15.49
T051-090-234 0.408 | 10.36 1 90 1.000 | 25.40 | 0.234 5.94 | 2.000 | 50.80 | 0.293 7.44
T051-180-250 0.430 |10.92 2 180 1.000 | 25.40 | 0.250 6.35 1 2.000 | 50.80 | 0.485 | 12.32
T051-270-266 | 0.051 | 1.30 | 0.439 |11.15 3 270 | 2.900 | 328. 1.000 | 25.40 | 0.266 6.76 | 2.000 |50.80 | 0.675 | 17.15
T051-180-344 | 0.556 |14.12 2 180 1.000 | 25.40 | 0.344 8.74 | 2.000 | 50.80 | 0.382 9.70
T051-270-359 0.571 | 14.50 3 270 1.000 | 25.40 | 0.359 9.12 | 2.000 |50.80 | 0.522 | 13.26
T051-360-406 0.628 | 15.95 4 360 1.000 | 25.40 | 0.406 |10.31 | 2.000 |50.80 | 0.615 | 15.62
T054-090-296 0.484 | 12.29 1 90 1.000 | 25.40 | 0.296 7.52 | 2.000 | 50.80 | 0.310 7.87
T054-180-312 0.509 |12.93 2 180 1.000 | 25.40 | 0.312 7.92 | 2.000 | 50.80 | 0.512 | 13.00
T054-270-312 | 0.054 | 1.37 ] 0.514 |13.06 3 270 | 3.275 | 370. 1.000 | 25.40 | 0.312 7.92 | 2.000 | 50.80 | 0.715 | 18.16
T054-180-421 ’ 0.654 | 16.61 2 180 1.000 | 25.40 | 0.421 |10.69 | 2.000 | 50.80 | 0.405 | 10.26
T054-270-437 0.664 | 16.61 3 270 1.000 | 25.40 | 0.437 |11.10 | 2.000 | 50.80 | 0.555 | 14.10
T054-360-453 0.694 | 16.61 4 360 1.000 | 25.40 | 0.453 |11.51 | 2.000 | 50.80 | 0.705 | 17.91
T059-090-296 0.499 | 12.67 1 90 1.000 | 25.40 | 0.296 7.52 1 2.000 | 50.80 | 0.340 8.64
T059-180-328 0.526 | 13.36 2 180 1.000 | 25.40 | 0.328 | 833 | 2.000 | 50.80 | 0.560 | 14.22
T059-270-328 | 0.059 | 1.50 | 0.537 | 13.64 3 270 | 4.200 | 475. 1.000 ! 2540 | 0.328 | 8.33 | 2.000 | 50.80 | 0.785 | 19.94
T059-180-437 0.681 |17.30 2 180 1.000 | 25.40 | 0.437 |[11.10 | 2.000 | 50.80 | 0.445 | 11.30
T059-270-453 0.699 |17.75 3 270 1.000 | 25.40 | 0.453 |[11.51 | 2.000 | 50.80 | 0.605 | 15.37
T059-360-459 0.709 | 18.01 4 360 1.000 | 25.40 | 0.459 |11.66 | 2.000 | 50.80 | 0.770 | 19.56
T063-090-343 0.560 | 14.22 1 90 1.000 | 25.40 | 0.343 8.71 | 2.000 | 50.80 | 0.362 9.19
T063-180-359 0.591 | 15.01 2 180 1.000 | 25.40 | 0.359 | 9.12 | 2.000 | 50.80 | 0.600 | 15.24
T063-270-375 | 0.063 | 1.60 | 0.600 | 15.24 3 270 | 5.150 | 582. 1.000 | 25.40 | 0.375 9.53 | 2.000 |50.80 | 0.835 | 21.21
T063-180-500 0.767 | 19.48 2 180 1.000 | 25.40 | 0.500 [12.70 | 2.000 | 50.80 | 0.475 | 12.07 |~
T063-270-516 0.784 | 199! 3 270 1.000 | 25.40 | 0.516 |[13.11 | 2.000 | 50.80 | 0.645 | 16.38
T063-360-516 0.798 | 20.27 4 360 1.000 | 25.40 | 0.516 |13.11 ] 2.000 | 50.80 | 0.820 | 20.83
T070-090-359 0.593 | 15.06 1 90 1.000 | 25.40 } 0.359 | 9.12 | 2.000 | 50.80 | 0.400 | 10.16
T070-180-390 0.625 | 15.88 2 180 1.000 | 25.40 | 0.390 9.91 | 2.000 | 50.80 | 0.665 | 16.89
T070-270-390 | 0.070 | 1.78 | 0.639 |16.23 3 270 | 7.000 | 791. 1.000 | 25.40 } 0.390 9.91 | 2.000 | 50.80 | 0.930 | 23.62
T070-180-515 0.810 [ 20.57 2 180 1.000 | 25.40 | 0.515 |13.08 | 2.000 | 50.80 | 0.525 | 13.34
T070-270-531 0.826 | 20.98 3 270 1.000 | 25.40 | 0.531 [13.49 | 2.000 | 50.80 | 0.717 | 18.21
T070-360-546 0.843 | 21.41 4 360 1.000 | 25.40 | 0.546 [13.87 | 2.000 | 50.80 | 0.910 | 23.11
*Indicate direction of helix desired by suffix to catalog number — L for left hand wound, R for right hand wound.

**Space ded on application to allow for operation of the spring. This dimension does not refer to the length of the coils.
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SYSTRON DONNER INERTIAL DIVISION

BE SENSORS & SYSTEMS COMPANY
GyroChip®

Solid State Gyroscope

CERTIFY

FIRST Project

% AQRS-00064-109

PARAMETER SUMMARY SPECIFICATION
Operating Voltage +5 VDC $0.25 VDC
Operating Current 20 mA (max.)
PEREORMANCE (typical for 5 Volt input)
Range* 164°/sec
Scale Factor*

Full Range Output

+0.25t0 +4.75 VDC

Nominal 35.16 mV/e/sec
Bias*

Bias at Ambient +2.50 VDC 0.5
Bandwidth (90°) >50 Hz
* Note: Output is ratiometric to supply voltage.
ENVIRONMENTS

Operating Temperature 70°F to 90°F

Storage Temperature

Vibration Operating

-40°F to +185°F
1.5 g RMS, 20 to 2,000 Hz

WEIGHT 125 grams max.
@ 0 Hi
X AXIS & Du
Tz[Ew = Gn
E] ZAXiS 7
o< j L1-LABEL g L 2 696 __ﬂ__{{]m
. > re-3.35 ;«‘50
8"@'8 : B’fé }
le15.0 Lo
e (43.8)— o] [+-100 _SEEPIN
e 25,0 REF - | 750 — ASSIGNMENTS
“ ' le—43.8—f VS
STUD. M . 10.0 MIN THREAD, POINT \ /
T g $TUD. M x 1. 10.0 MIN THREAD, DOG POINT END A=<
a5 ~ CORON
l ., o
[&] b : 1.00
MOUNTING . v
SURFACE o TAPER 8 APPROX.
25.00
S Pin Assignment
Mot Sunotied NOTES:
M°ﬁ “Pgo'm;cmr it (Poneer Standard) 1. ANGULAR RATE APPLIED AS SHOWN SHALL || A | *5VOC Input
s Cv:3 PN 1;w'°'7'e58° (1 ea) PRODUCE A MORE POSITIVE OUTPUT. Common
- ’ 2. DIMENSIONS SHOWN ARE IN MI
Terminal Female — P/N 12047767 (3 ea.) LLIMETERS Cc Rate Out (1Kohm output impedance)

Systron Donner Inertial Division * 2700 Systron Drive » Concord, Califomia 84518 = Toll Free: (800) 227-1625
Sales: (925) 671-8601 = Customer Service: (925) 671-8499 » FAX: (925) 671-8647
Eurooean Business Office (Ashford. Enaland): 44 1303 812778 = FAX: 44 1303 812708
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~ @

C?' RATE SENSING AXIS

QUARTZ RATE SENSING
ELEMENT

'/ SIGNAL PINA +5VDC POWER INPUT

N PROCESSING PINB SIGNAL & POWER RETURN
ELECTRONICS p—— PIN C RATE SIGNAL OUT

|

]
Quartz Rate Sensor

"GyroChip*"

NOTES:
*Rate Sensor Output is ratiometric to
input power line voltage over the

range of +4.75 to +5.25 VDC.
NOT SUPPLIED:
Mating Connector Kit (Pioneer Standard) .
3 Way Female - PIN 12064758 (1 ea) * Full scale factor rate range is +64°/sec.

Terminal Female - P/N 12047767 (3 ea.)

* Output signal is symmetrical about
a +2.5 VDC (nominal) bias.

* Output Impedance is 1KQ or less.

BE SYSTRON DONNER INERTIAL DIVISION

12/98:FIRSTOD.CDR:JSAS SENSORS & SYSTEMS COMPANY
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A Quartz

Rotational Rate Sensor

Based on inertial-sensing

principles, the quartz rate
sensor provides a simple,
reliable measurement of

rotational velocity.

he use of a vibrating element to
Tmeasure rotational velocity by em-

ploying the Coriolis principle is a
concept that has been around for more
than 50 years. In fact, the idea devel-
oped long ago out of the observation
that a certain species of fly uses a pair of
vibrating antennae to stabilize its flight.
This sensing technique has been given a
practical embodiment: the quartz rate
sensor (QRS).

THEORY OF OPERATION

To understand how the QRS works
requires familiarity with the Coriolis
principle. Simply stated, this means that
a linear motion within a rotating frame-
work will have some component of vel-
ocity that is perpendicular to that linear
motion.

The handiest example of the Coriolis
effect is that exhibited by wind patterns
on Earth. Convection cells in the atmo-
sphere set up a wind flow from the poles
toward the equator (with a north-south
orientation). The Earth’s rotation, how-
ever, causes these linear flows to develop
a sideways (orthogonal) component of
motion. This “bends” the wind from a
north-south to an east-west direction. It
is the Coriolis effect that creates the
east-west “trade winds,” and which is
responsible for the spirals of clouds
observed in satellite photos.

Now let’s apply this principle to our ro-
tation sensor. In Figure 1 you can see
that the QRS is essentially divided into

two sections: drive and pickup.

The drive portion looks and acts ex-
actly like a simple tuning fork. Because
the drive tines are constructed of crys-
talline quartz, it is possible to electrically
“ring” this tuning fork. Each fork tine
has a mass and an instantaneous radial
velocity that changes sinusoidally as the
tine moves back and forth. As long as
the fork’s base is stationary, the mo-
menta of the two tines exactly cancel
each other and there is no energy trans-
fer from the tines to the base. In fact, it
takes only ~6 W of power to keep the
fork ringing.

As soon as the tuning fork is rotated
around its axis of symmetry, however,
the Coriolis principle exerts a pro-
found influence on the behavior of this
mechanism.

By convention (the “right-hand rule”),
the rotational vector , is described by
an arrow that is aligned with the axis of
rotation. The instantaneous radial veloc-
ity of each of the tines will, through the
Coriolis effect, generate a vector cross-
product with this rotation vector.

The net effect is that each tine will
generate a force perpendicular to the
instantaneous radial velocity of each of
the other tines:

F=2moeV, (1)

where:

m = tine mass
o, = rotation rate
V, = radial velocity

Note that this force is directly propor-
tional to the rotation rate, and since the
radial velocity of the tines is sinusoidal,
the resultant force on each tine is also
sinusoidal. Because the radial velocities
of the two tines are equal and opposite,

ROTATION RATE
DC VOLTAGE
OUTPUT

DRIVE
TINES

DRIVE
OSCILLATOR

AMPLIFIER

REFERENCE

DEMODULATOR

> AMPLIFIER

A PICKUP
AMPLIFIER

PICKUP
TINES

Figure 1. An oscillating tuning fork senses rota-
tional velocity by using the Coriolis force to translate
the linear motion of the tines into an oscillating
torque. This torque value is demodulated at the oscil-
lation frequency to generate a DC voltage propor-
tional to the rotation rate input.

the Coriolis forces are equal and oppo-
site, producing an oscillating torque at
the base of the drive tine fork that is pro-
portional to the input angular rate.

The pickup portion of the QRS now
comes into play. The sinusoidal torque
variation causes the pickup tines to be-
gin moving tangentially to the rotation
and at the same frequency as the drive
vibration. Since the forces causing the
pickup tines to move are directly propor-
tional to the rotation rate, if there is no
rotation the pickup tines will not move.
The QRS can therefore truly detect a
zero rotation input.

Once the pickup tines are in motion,
it is a simple matter to amplify the pick-
up signal and then demodulate it using
the drive frequency as a reference. One
additional stage of amplification allows
for some signal shaping and produces a
DC signal output that is directly propor-

Scott D. Orlosky and Harold D. Morris,
Systron Donner, a BEI Electronics
Company
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INSTRUMENTATION

——

MEASUREMENT NAVIGATION
® DESIGN e ATTITUDE
VALIDATION DETERMINATION
® RESEARCH e DEAD
RECKONING
® TESTING e HEADING

CONTROL

DAMPING STABILIZATION
e FLIGHT e ANTENNAS
CONTROL
e VIBRATION ® CAMERAS

REDUCTION

e MECHANICAL
STRUCTURES

e TURN RATE
CONTROL

Figure 2. A variety of instrumentation and control applications can benefit from rotational velocity as a
means of improving designs, adding navigational capability to autonomous vehicles, and damping out un-
wanted motions of control surfaces or gimballed platforms.

tional to the input angular rate. All of the
electronics are fairly simple, and can be
contained within the same package as
the sensing element.

CONSTRUCTION

The QRS is fabricated from a wafer of
single-crystal, synthetically grown
quartz. The material’s piezoelectric
properties are particularly stable over
temperature and time. Quartz exhibits a
high modulus of elasticity and therefore
can be made to ring very precisely with a
high Q (quality factor). In addition,
quartz can be worked by using conven-
tional wet chemical etch production
techniques similar to those favored by
the semiconductor industry for produc-
ing chips.

APPLICATIONS

Until recently, the most common rota-
tion sensors based on the principles of
inertial mechanics were spring-re-
strained spinning-wheel gyroscopes.
These tend to be large and heavy, and to
consume large quantities of power. They
also tend to wear out after only a few
thousand hours of operation and so can-
not be used continuously for long peri-
ods of time. Their use has been re-
stricted to highly specialized applica-
tions such as in military aircraft and mis-
siles, where the short mission times and
availability of maintenance personnel
made their use practical. By contrast,
QRS technology, with its MTBF
> 100,000 hours and the low cost of
ownership, is attractive to industrial and
commercial customers as well. QRS
applications fall into two broad cate-
gories: open-loop, or instrumentation
applications; and closed-loop, or control

applications (see Figure 2).

INSTRUMENTATION

These applications involve either in-
strumenting a structure for purposes of
determining its rates of rotational mo-
tion (measurement), or processing that
information in real time to generate in-
formation about orientation (navigation).
Typical examples of rotational velocity
measurement include instrumenting ve-
hicles for crash studies, determining dy-
namics of specific platforms (e.g., boats,
trains, robots, or even human beings),
and environmental measurements such
as earthquakes and wave motions.

Measurement. One key element in
measurement system design is to deter-
mine the peak rotational velocities in-
volved to ensure that an instrument with
the proper range is used. If the selected
range of the QRS is too low, the output
will be clipped and valuable information
will be lost.

A fairly straightforward way to deter-
mine the correct range requirement is to
establish two parameters: the frequency
of movement of the structure to be in-
strumented; and the peak angular dis-
placement of that movement. Let’s as-
sume that we want to determine the
dynamics of a vehicle’s body roll while it
takes a turn. The body roll motion can
be described as:

6 = A+ sin2neF ot)in degrees  (2)
where:

A = amplitude of movement

F_ = frequency of movement

The parameter of interest for measur-

ing angular velocity is the change in
angular position with time, or (d6/dt).
Taking the derivative of the above equa-
tion:

(d6/dt) = A« 2n s F_ ecosZre F ot (3)

Let’s assume that the natural fre-
quency of the vehicle suspension system
is 6 Hz, and the peak body roll is 10°. By
substituting these into Equation 3:

(d8/dt) = 10+ 2me 60 cosZrebet)

377 e cos(37.7 « 1)°/s (4)

Since the cosine term has a maximum
value of 1, the peak rotational velocity is
377°/s. So even a seemingly benign en-
vironment, a 10° roll at 6 Hz, generates
fairly high peak rotational velocities.

Navigation. Navigation applications
are becoming increasingly interesting for
the QRS, expecially in light of the avail-
ablity of GPS receivers at a reasonable
cost. In principle, by reading the output
from the rotation sensor (rotational vel-
ocity) and integrating this output over
time, it is possible to determine the sen-
sor’s angular displacement. A QRS can
be used for sensing vehicle yaw as part
of a navigation package (see Figure 3).

SYSTEM COMPONENTS

Anti-Aliasing Filter. Because a com-
puter interface requires the use of an
analog-to-digital (A/D) converter, the
output from the QRS becomes part of a
sampled data stream. In order to prevent
aliasing of the output, a filter must be
used with the corner frequency usually
set at 1/4 to /2 of the sampling fre-
quency.

A/D Converter. The A/D conversion
should be carried out immediately after
anti-aliasing since this puts the converter
close to the QRS and reduces the overall
noise of the system, yielding the most
stable results. A 12-bit converter is gen-
erally adequate. The sample frequency
should be appropriate for the system,
but typical values range from 100 Hz to
1000 Hz.

Bandpass Filter. This filter is tailored
to the specific application. When the
sensor is used as part of a head-mounted
display for a virtual reality application,
for example, it is not necessary to track
very small, high-frequency head move-
ments because they may simply be part
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of the normal jostling associated with
interactive game playing. Only larger,
definite head swings need attention.

Similarly, low-frequency variations in
the QRS output, which are usually asso-
ciated with changes in environmental
temperatures or warm-up, are not mean-
ingful tracking information and should
be rejected.

These two scenarios determine the
lower and upper ranges of the bandpass
filter. A reasonable starting point would
be to choose upper and lower corner fre-
quencies of 0.1 Hz and 10 Hz.

Integrator. This is where the angular
velocity information is turned into angu-
lar position. Since the initial conditions
are indeterminate at start-up, it is recom-
mended that a reset capability be in-
cluded. This allows you to initialize the
integrator to zero or some known posi-
tion at startup.

The portion of the platform that is to
be measured must usually be held very
steady during startup so that the initial
conditions represent as closely as possi-
ble a true “zero input” state. Any resid-
ual error at startup will cause the appar-
ent output from the integrator to drift.

One method to reduce the startup
error is to average the input to the inte-
grator for a few seconds during the ini-
tialization sequence, and then subtract
this average value to establish the zero
point.

As a practical matter, it is virtually im-
possible to measure the “pure” rotational
velocity without introducing or reading
some error at the same time. This accu-
mulation of errors means that over time,
the true angular position and the calcu-
lated angular position will diverge. The
sensor output may not be drifting, but
the apparent calculated angle is.

The rate of this divergence is deter-
mined by a variety of factors including:
how well the initial conditions are estab-
lished; the accuracy of the alignment of
the sensor to the true axis of rotation;
the quantization errors of the signal (if it
has been digitized); and the stability of
the environment in which the measure-
ment is being done.

For most practical applications, there-
fore, the QRS is used only for short-term
navigation. In order to prevent these in-
cremental errors from growing too large,
the common practice is to periodically
update, or correct, the calculated angle

AB HEADING ANGLE

Figure 3. By combining the quartz rotation sensor
(QRS) with a fixed reference such as a GPS receiver,
a complete navigation system can be created for an
automobile. Attention to signal processing design as
well as to blending the GPS reference signal pro-
duces a system that can cope with extended GPS
blackouts.

through the use of a fixed, external ref-
erence as shown in Figure 3.

The reference selected will depend on
the situation; examples include a GPS
signal, a corner-cube with optical line-of-
sight, or an encoded magnetic signal. In
fact, the combination of dead reckoning
between fixed reference updates is a
nearly ideal means of navigation through
a variety of dynamic environments.

This method has been used for autono-
mous delivery robots in hospitals, auto-
mated forklifts in warehouses, and emer-
gency vehicles deployed in urban envi-
ronments.

CONTROL

To employ the QRS in control applica-
tions requires an understanding of how
it works as part of a system. The typical
system model takes into account the
magnitude and phase relationships of
the sensor response.

Damping. The ability to accurately
measure rotational velocity opens up
new possibilities for control of struc-
tures. One of the most useful types of

LOW FREQUENCY
CONTROL LOOP7

RATE SENSOR‘\

{

«—— HIGH FREQUENCY
CONTROL LOOP

\——ATTITUDE

— REFERENCE
TARGET N
ANGLE

Figure 4. As part of an attitude control system for a
mobile telescope, the QRS can be combined with a
simple tilt sensor to provide both absolute pointing
accuracy as well as stability. Rapid motions are com-
pensated for in the high-frequency control loop,
while the low-frequency control loop provides a verti-
cal reference to gravity.

control applications is to damp out the
resonant behavior of mechanical sys-
tems. Very few mechanical systems pro-
duce pure linear motion—most ma-
chines have parts that rotate or pivot.
Aircraft, land vehicles, and ships are gov-
erned by means of roll, pitch, and/or
yaw controls. By monitoring and control-
ling these motions it is possible to pro-
vide active roll damping on ships, re-
move “Dutch roll” from aircraft flight,
reduce body roll on a car as it takes a
turn, or damp out end-effector shake in
an industrial robot.

Stabilization. This is a special instance
of closed-loop control—stabilization—in
which the item being controlled is in-
tended to remain stationary even during
movement of the platform to which it is
attached. [t is important that the QRS
be tightly coupled mechanically to the
object to be controlled, usually a camera
or an antenna on a multi-axis gimbal.
This gimbal mechanism must have no
mechanical resonances in the bandwidth
of the servo-control loop.

The system designer must take into
account the transfer function of the sys-
tem servo-loop and ensure enough
phase margin to prevent oscillation.
Because it is often necessary to indepen-
dently move the camera or antenna, a
commandable DC offset must be in-
cluded in the control loop to allow an
operator to rotate and point the camera
in the gimbal. This method has been
used successfully to stabilize antennas
aboard ships and land vehicles, as well
as cameras aboard helicopters and sur-
vey airplanes.

An example of such an application is
shown in Figure 4. Here, the QRS is
used as part of a servo-control loop to
provide an absolute pointing angle in
attitude as well as image stability for a
mobile telescope.

For simplicity it is assumed that the
telescope is mounted on a platform that
can rotate only in attitude, and that the
control mechanism is therefore an atti-
tude control system only. The principle
described can be applied to the other
axes of rotation,

Refer first to the high-frequency con-
trol loop portion of Figure 4. Assume
that this circuit is designed to operate at
10 Hz, which is a typical value for a
servo control. Let’s further assume that
the telescope has a rotational inertia ] =
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12 slug-ft2,

Since: ©2 =K/J
then: K, =(10+2emfs12
- 47300 ftdb./rad  (5)

where:

o_ = corner frequency of servo-loop
K, represents the servo stiffness

The preceding implies that an external
torque of 10 ft-Ib. will allow a movement
of only 10/47,300 = 0.0002 rad, or
0.7 arc-min.

Now let’s look at the low-frequency
control loop portion of Figure 4. This
will act as a vertical reference unit and
ensure that the absolute pointing angle
of the telescope matches the com-
manded (or target) angle. To accomplish
this, a stable, long-term attitude refer-
ence must be provided.

For most systems, gravity does the job
quite nicely. A simple tilt sensor is
always referenced to local gravity, and
over a fairly narrow range it will behave
linearly. To avoid coupling-in any high-
frequency movements that are, by defi-
nition, not gravity related, this reference
is part of a control loop with a time con-
stant of typically 100 s. This allows the
attitude reference to closely follow the
typical platform motions you might find
on most common mobile platforms, i.e.,
ships, trains, or planes.

In general, the loop will incorporate a
proportional and differential control ele-
ment that does not appear in the figure.

SUMMARY

A new type of sensor has been devel-
oped that can add significantly to the
capabilities of engineers and designers
alike. Based on inertial-sensing princi-
ples, the quartz rate sensor provides a
simple, reliable measurement of rota-
tional velocity that can be used to instru-
ment structures in new ways and gain
a more in-depth insight into designs;
to aid in short-term navigation of
autonomous mobile platforms; and to
allow for improved methods of stabiliz-
ing structures.

Scott D. Orlosky is Director for Commercial
Business and Harold D. Morris is Chief Scien-
tist, Systron Donner Inertial Division, a BEI Elec-
tronics Company, 2700 Systron Dr., Concord,
CA 94518; 510-671-6601, fax 510-671-6647.

Introducing a Solid-state Rate
Sensor That Rivals the GyroChip.

yroChip I1.

The GyroChip II is ideal for:

The makers of the GyroChip precision
solid-state rotation sensor now offer the
GyroChip II: a smaller, lighter, lower-
cost rate sensor with all the precision
manufacture and rugged reliability of
the original.

The GyroChip Il comes in two
models: Standard, for use with battery
systems (+12 V) and single-sided power
supplies, and Low-noise, for use with
double-sided (£15 V) supplies. Both
models feature built-in power regulation
and DC-in, DC-out operation.

SYSTRON INERTIAL
DONNER DIVISION

BEI Sensors & Systems Company

« Servo Control

» Robotics

» Short Term Navigation
« GPS Augmentation

« Camera Stabilization

« Instrumentation

No matter how you use it, the
GyroChip II gives you the assurance
of quality that comes from our
decades of experience in
instrument design and manufacture.

% If It Moves, GyroChip It!

2700 Systron Drive, Concord, CA 94518-1399 » USA: (800) 227-1625 or
(510) 671-6601 » Customer Service: (510) 671-6464 ¢ FAX: (510) 671-6647
European Business Office ® Tel: 44 1304216-281 » FAX: 44 1304214-638

GyroChip is a trademark of Systron Donver

World Wide Web: htip:/fwww.systron.com

Reprinted, with permisslon, from SENSORS, February 1995
Copyright© 1995 by Helmers Publishing, Inc.
174 Concord St Peterborough, NH 03458
All Rights Reserved

Copyright © 1999 FIRST

ROBOT APPENDIX: H PART SPECIFICATIONS 93



THE 1999 FIRST ROBOTICS COMPETITION MANUAL

Bourns

3/4” (19MM) DIAMETER / CERMET OR
CONDUCTIVE PLASTIC

m Single-turn (3851 and 3852) m Linear and audio tapers
m 3 -3/4-turn (3856) = Wide resistance range
m Minimal depth package

n Good resolution

BOURNS

FOR ORDERING INFORMATION SEE PAGE 258.

Models 3851/3852/3856

Bourns® Panel Controls

3851 3852/3856
Initial Electrical Characteristics' Conductive Piastic Element Cermet Element
Standard Resistance Range
Linear Tapers (A, B, E, and H) ..1K to 2.5 megohms 50 ohms to 5 megohms
audio Tapers (C, D, F, and G) ..750 ohms to 2.5 megohms ............cccecvecirrecrenann... 1K ONMS to 2.5 megohms
Resistance Tolerance +20% =10%
Zero Base Linearity (B, D, & G tapers) £20% (A, C. & F tapers) =10%
(E taper) £10% (H taper) £5%
Independent Linearity +10% (A & H tapers) =5%
Absolute Minimum ReSIStaNCe .........ccceseerursencensaenene 2 ohms maximum 2 ohms maximum
Continuity Maintained for full mechanical angle ..........cccvueueee.n Maintained for full mechanical angle
Effective Electrical Angle 250° £5°.......... 250° £5°

Contact Resistance Variation +1%.. +3% of total resistance or 3 ohms
. (whichever is greater)

Dielectric Withstanding Voltage............eeceeurueurrorneeec MIL-STD-202. Method 307 ...cocevirrenericienneraerenas MIL-STD-202, Method 301
Sea Level 900 VAC minimum 900 VAC minimum
70.000 Feet 350 VAC minimum 350 VAC minimum
Insulation Resistance (500 VOC) ....oooecviveeereencenrenennen. 1,000 Megohms MINIMUM ....c...ceererreeeeereesneneeneernennen 1,000 megohms minimum

Power Rating (Voitage Limited By Power
Dissipation or 316 VAC. Whichever Is Less)

+70°C (B & E tapers) 1 watt (A & H tapers) 2 watts
(D & G tapers) 0.5 Wall..ooccecccvvrererenrerenreeessesneseesenas (C & F tapers) 1 watt
+125°C 0 watt
FIB0%C ettt et et et s e s e b ek sa bR b e Rt bbbt sesbeasasasebeneretesesensaenes 0 watt
Theoretical Resolution Essentially infinite Essentially infinite

Environmental Characteristics’

Storage Temperature Range ........c.c.coceceeereveueneensenenns “B57C 10 +125°C e -65°C to +150°C
Temperature Coefficient
Qver Storage Temperature Range ......c.ccceecvevvecerennne +1,000PPM/°C =150PPM/°C
Vibration 20G 20G
Total Resistance Shift +2% maximum +2% maximum
Voltage Ratio Shift +5% maximum +6% maximum
Shock 100G 100G
Total Resistance Shift +2% maximum +2% maximum
Voitage Ratio Shift +5% maximum +6% maximum
Load Life 1,000 hours 1,000 hours
Total Resistance Shift £10% maximum +3% maximum
Rotational Life (No Load) 100.000 cycles 50,000 cycles
Total Resistance Shift +15% maximum +5% or 5 ohms (whichever is greater)
Moisture Resistance . MIL-STD-202. Metnod 103, Condition B.................. MIL-STD-202, Method 103, Condition B
Total Resistance Shift =10% maximum +2% maximum
Insulation Resistance (500 VDC).......cccocvvveeemrievernes 100 megonms minimum 100 megohms minimum
Mechanical Characteristics'
Shaft Torque (A & B bushings; .05 10 6.0 0Z.-iN. ....evereruiriucineannns 3852 (A & B bushings) 0.5 to 6.0 oz.-in.
(0.35 10 4.23 Ncm) (0.35 to 4.23 Ncm)
(C & E bushings) 8.3 to 6.0 0z.-in. (C & E bushings) 0.3 to 6.0 oz.-in.
(0.21 t0 4.23 Ncmy (0.21 to 4.23 Ncm)

3856 — 0.15 to 3.0 oz.-in.
(0.11 to 2.12 Ncm)

Stop Strength i 5in.-Ib. (56.5 Ncmy Sin.-Ib. (56.5 Ncm)
Mechanical Angle 280° £5° 3852 — 280° £5
3856 — 1350° =50°
Weight . 30 grams maximum......... 30 grams maximum
Terminals Printed circuit terminals or solder lugs ..Printed circuit terminals or solder lugs
Marking Manufacturer's tragemark. winng diagram, .. ..Manufacturer's trademark, wiring diagram,
date code. resistance, manufacturer’s date code, resistance, manufacturer's
part number part number
manufacturer’s part number resistance, manufacturer’s part number

‘At room ambient: +25°C nominal and 50% refative humidity nominal, except as notec
Specifications are subject to change without notice.

Aere
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BOURNS

DIMENSIONAL DRAWINGS AND TOLERANCES
Model 3851/3852/3856

38518/3852B

Terminal Configuration

3851A/3852A o
12,718 58
3 mrzm- (1.%_07) » ises SOLOER LUG TERMINAL
(9.53) o . - .
§35:.76) 015 o 352 oy 0 -
( ) ‘ ..1L..._ 450X (% 45°X 75y - 3PLCS.
— CHAMFER — CHAMFER 5 »
5 75 (127 EACH TERMINAL LUG
75 I 750+.001/-002 2PLES WILL ACCOMMODATE
{18081 I 2500011002, , (19.05) - {6.35+03-05) O 4 032
DA 7 6.35+03-05) 0~ DIA. 35403/ THREE 7 DIAMETER
) ! S522.010 812 DIA AWG
SHAFT SLOT %’}‘;VE?; (13022 25) STRANDED) WIRES
480 WIDE X (Té_‘f—g)m' (119 '
(1219) . 015000 - 0630015000
1.60+.38700) OEEF (1.60-.38:-.00 STANDARD
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LONG OR ;2 FRONT BUSHING FOR SHAFTS UNDER 7 c2 o T et e
i 1
625 015
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2. 00 8355 k 1/4-32 UNEF 25:00 1 1/4-32 UNEF
VST | ., 010 (6.35+.76) | 015 ., 910
(6352 76 o 45°X (35 ‘ |"1 38 45°X o) SUGGESTED BOARD LAYOUT
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[ I % @3 T T35
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190 > DiA. — (ranD'*
25200y 00
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031
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I5 i - i, .
(19,05 . HHI-}» | (1905 -*1 Ui =r 40° 2 10
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Reed Switch
Specification

SERIES FR2

Clare

Over the past three decades, billions of reed switches have been used in
hundreds of applications. Operating in microseconds, they are quiet in
operation and need little or no energy for actuation. When driven with an
electromagnetic coil, reed switches can accumulate millions of fault-free
operations at speeds up to 500 Hz continuously. Reed switches actuated by
permanent magnets may lay poised for years, even in hostile environments,
and operate perfectly when called upon.

Enhancements made by Clare to reed switch design and manufacturing proc-
esses have opened exciting new application possibilities. With more than 30
years experience in reed switch manufacturing, Clare is the world leader in

- glass-sealed contact technology. Clare DYAD reed switches deliver immediate
improvements in end user yields and productivity.

The CLARE FR2 series reed switch is trademarked the DYAD. Unique features
of the DYAD include:

B Patented glass to metal seal provides a stronger hermetic seal. Glass
breakage is virtually eliminated.

B Sputtered ruthenium contacts provide stable contact resistance
throughout life.

B Bifurcated contacts reduce bounce on closure offering faster
momentary action and longer life.

B Flat glass dampens the kinetic energy of the blades on opening, virtually
eliminating reclosure.

Flat leads offer more reliable solder, weld, or crimp joints.

Flat glass and flat leads also lend themselves to surface mount
processing capability.
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Specifications

Clare

PHYSICAL AND MECHANICAL REQUIREMENTS

Contact Form

SPST, Form A {center gap)

B Contact Material Ruthenium

B Standard Overall Length 1.360 inches (34.54mm)

B Maximum Glass Length 0.600 inches (15.24mm)

B Terminals* Nickel iron alloy 52

B Test Coil NARM | test coil: See page 3 for details

CONTACT RATING

B Maximum Switching Power 10 VA
B Maximum Switching Voltage 200 VDC, VAC
B Maximum Switching Current 0.50 A
B Maximum Continuous Carry Current 1.50 A
ELECTRICAL RATING
B Operate Sensitivity Available in Minimum 5 NI Ranges 5-45 NI
B Maximum Initial Contact Resistance 150 milliohms
B Minimum Dielectric Voltage 250 VDC
B Maximum Capacitance 1.0 pF
B Minimum insulation Resistance 10'* Ohms
OPERATING CHARACTERISTICS
Maximum Operate Time, Including Bounce 0.50 ms
B Maximum Release Time 0.20 ms
B  Maximum Operating Frequency 500 Hz
B Operating Temperature Range -40°C to +125°C
B Shock 100g, 11 ms, 1/2 sinewave
B Vibration 20g, or .125" D.A., 10 - 5000 Hz
B Solderability As defined by MIL-STD-202 F, Method 208D
|

Resistance to Solvents

The reed switch operating characteristics shall
not be affected by water wash, rinse procedures,
the use of mild to semi-active fluxes or confor-
mal coating processes.

* |f the switch is to be soldered in place, a solder plated terminal finish should be specified.
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Ordering Information

Dimensions

1.360

.007 ~ - 045
REF.—- | “v“)REF

(18)

How to Order Clare Reed Switches

065
| (1.65) MAX-

r

100 pax

(2.54}

FR2 S 05 45—05 35 00
Switch Name |
FR2 = Bifurcated Ruthenium Dry Reed
(Form A Contacts - SPST)
Terminal Finish
S= Solder Plated Terminals
W= Oxide Free for Welding
Minimum Operate Value
Maximum Operate Value
Minimum Release Value
Maximum Release Value
Standard Switch
Standard Test Coil
Introduction
The magnetic force (expressed in NI, AT, or Ampere
/ Turns) required to cause the reed switch contacts to
) é“gﬁ;ﬁm close is called the pull-in or operate value.
D o .
I ‘ m Coil Definition EIA/NARM | Standard
T m  Wire size AWG 46
71_1 ofg m Number of turns 5000 + 5 turns
T E— nea S
1 S 7 B Coil resistance 1200 Ohms £ 10%
LT l B Recommended Mounting Conditions  Vertical, with the coil
magnetic field opposing
4" LONG the local earth’s
EINISH LEAD. magnetic field.
The reed switch shall be placed in the test coil with the gap centered in
the core of the coil winding.
Test leads and their clips must be non-magnetic.
The longitudinal axis of the test coil and test switch shall be vertical.
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Switch Actuation

Clare

Operation of a Reed Switch Permanent
Magnet and Electromagnetic Coil Actuation

The reed switch depends upon an induced magnetic

field for its operation. Reed switches are activated by
the presence of a magnetic field with sufficient flux to
pull the reed blades together.

This can be accomplished by either using a permanent
magnet—bringing the magnet close to the switch to
turn it on—or by energizing a electromagnetic coil that
is mounted around or near the switch. The balance of
this page will review the actuating characteristics of a
reed switch via these two methods.

XXX TKHK
"LLCOEE e

N Sj[N__ sj

Coil Actuation

The operation of a reed switch via an electromagnetic
coil provides the designer with a method of actuation

from a remote source. This is a very simple method of
actuation.

When the reed switch is placed inside or close to a coil
of wire and a current is passed through the coil, each
lead of the reed switch becomes strongly magnetized.
One end of the reed switch will become a north pole
and the other a south pole. Because the reed blades
overlap in the center of the glass housing, with a few
thousandths of an inch separating the overlapping ends,
each lead will have a north and south pole. The
overlapping reed blades come together (close) when the

electrical current generates sufficient magnetic flux in
the coil. When the current to the coil is turned off, the
reed blades return to their open condition.

The efficiency of the reed switch actuation is largely
dependent upon the coil. The size, shape, wire type, and
the number of turns of wire on the coil determines its
efficiency. In addition, the proximity of the switch to the
coil determines the efficiency of the coil (ie, if the switch
is placed inside or very close to the coil, the coil
requires little current to actuate the switch. The farther
the switch is from the coil, the more magnetic flux the
coil must generate to cause switch closure). Two or
more switches can be actuated by a single coil.

Permanent Magnet Actuation

A permanent magnet is the most common means of
operating the reed switch. As with a coil, to actuate the
reed switch, a magnet and switch must be positioned
within a specific proximity of each other. This distance
is related to the sensitivity of the switch and the
strength of the magnet. For the normally open reed

switch, when the magnetic field is close enough the
contacts will close and when the magnetic field is taken
away, the contacts will open. There are many ways to
use a permanent magnet to actuate the reed switch.
Below we have addressed the most popular techniques.

D774 OPEN
MAGNET CLOSED N CLOSED —_———— —
| | .

MAGNET ¥ OPEN MAGNET

— 1

cLOSED -
—t

MAGNET PVt
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OPEN
N
. CLOSED
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MAGNET 2-POLE
OPEN

OPEN

OPEN
RING MAGNET

CLOSED OPEN

sSEdanN
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Switch Actuation

Permanent Magnet Actuation Distance (N. 0. Contacts)

Alnico V Magnet
1200 Gauss

25-30 . 1BLXT/3Z Dia.

=

Switch Operate 1
Ser;is\nn'vny
. ."',‘ Release
5 o 15w 5 31 % holding Y
Operating Distance (mm) off
z ° z
Y
~—{3}——
z v Z
Alnico V Magnet
1200 Gauss Y
2530 7/8'Lx 7/32" Dia off
Sgnwslll(?\:w Operate
(N1}
1015 ., Release X X
— ="
— — N
0 5 10 15 20 25 30 35 X S Y X
Operating Distance {mm)
Form B Reed Switch Actuation
Bias Actuation
Form B, N. C. contact actuation is achieved by Clare actuating magnet is brought very close to the
through the use of the standard Form A dry reed switch switch/magnet assembly. This condition is, of course,
that is biased closed by mounting a permanent magnet dependent upon the size and strength of the actuating
to the switch housing. This magnet is located such that magnet.
it keeps the switch in the on (or closed) condition.
Magnets
The switch is turned off (or opened) by bringing another ALNICO V, ALNICO VIII, Ceramic and Barium ferrite are
magnet in the proximity of the switch/magnet assembly. the most popular magnet materials used. The magnet
type is usually chosen based on size, coercivity, cost,
Note in the actuation charts shown below, that an and temperature characteristics as defined by the appli-
on-off-on condition may occur if the proximity of the cation.
v Y
Y
S 4—. X 'L’ X Y .
m ON region R on . OFF region ON region
OFF region estore to region Restore to ON region
= 1 ‘g o
— X (mm) 0 X (mm)
1. Perpendicular 3. Transverse

Y
L \ N
X . L ON region
N S ON region o

OFF region ng OFF regio .
—ﬁ— Restore to ON region Restore to ON region
-

-90 0 90

0
X (mm) = —— q(deg)

2. Horizontal 4. Rotational

KR
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Performance Data

Clare

Operate NI vs. Release NI

Dielectric Breakdown vs. Operate Sensitivity

Quantity 150,000
Test Coil: NARM |

30
25 R
Release 20 * '
Sensitivity 15 . T
(NI) 10 . ! ° o
5 s
0

0 10-1415-1920-2425-2930-3435-40
Operate Sensitivity (NI}

® Max. © Min.

Operate Shift After Lead Trimming

Quantity 56 ea.

R 0

600 T

500 S
Dielectric 400 e
Breakdown 300 Lo ™ " "

voc) e
200
100
123 166 246 311 362

Average Operate {ampere turns)

-®- Avg.Brd -©- Max. “#- Min.

Pull To Fracture Test Distribution

Quantity 100 ea.

401
351\.
Percent gg'% \o
Operate R .
Increase 20 \gko\o
After 1§ .\3\
Lead Cut g \é\
5
ol
0.7 08 09 1 1.1 1.2 1.365

Overall Length {in inches})

-®- 10 Ni Before Cut ©- 20Nl Before Cut ~ -®- 30 NI Before Cut

Operate Time vs. Coil Drive

Quantity 50
12
10
8
Frequency 6
: |
2 I
0 [ | ] | I
5 7 9 1 13 5 17 19

Pull Strength (Ibs.}

Operate Time vs. Coil Drive

Quantity 20
5-10 NI Operate

1

Quantity 20
30-35 NI Operate

1

0. 8] 08
Operate 06 i\ Operate 0.6 % P~
Time ) Time : © o
{usec) 0.4 § e S {usec.) 0.4 s:\':"\o o o o o
\_ e g0, o «—2 . . . . '
0.2 . -\:7|\=\% 0. 21 - -~ g8
04 04
14 16 18 2 22 24 26 28 3 14 16 18 2 22 24 26 28 3
Multiple of Operate Voltage Multiple of Operate Voltage
*- Avg.  ©°- Max. ® Min. *- Avg.  ©- Max. ® Min
Bounce Time Number of Bounces
Quantity 100 Quantity 100
20-30 NI Operate 20-30 NI Operate
70 70
60 60
50 50
Number 40 Number 40
of Units  3p of Units 30
20 20
10 10
0 0
0 5 10 15 20 25 30 35 40 45 61 2 3 4 5 6 7 8 9 10
Microseconds Bounces
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Performance Data

Contact Resistance

Contact Resistance Stability

Quantity 100
20-30 NI Operate

25
20
15
Frequency
5

0
4 47 50 53 56 59 62

Contact Resistance (Milliohms)
Test Jaws Centers at 0.640 in.

Contact Resistance vs. No. of Operations

Quantity 100
20-30 NI Operate

Frequency 30
20
10

0
0 1 2 3 4 5 6

Contact Resistance Change
50 Operations at 50% Overdrive

Contact Resistance vs. No. of Operations

Quantity 56 Quantity 56
200 Load 10V 12mA, 350 Hz 200 Load 15V 300mA, 12 Hz
160 160
120 } 120
Milliohms — Miltichms
o0 O———0——— 0 o 09~ —o0 o
> * M . - R i —i—i 3
40 " 40
0 0+
0 1 10 20 40 60 80 100 0 02 0.4 0.6 08 1
Mitlions of Operations Millions of Operations
-*- Avg. -°- Max. ® Min. -®- Avg. - Max. ‘& Min.
Contact Resistance vs. No. of Operations Load Life
Quantity 56 Current Range 24-300mA
200 Load 48V 100mA, 5 Hz 100
90 #24mA, 20Hz
160 oo 80
120 _— 70
Millichms - Mcer 60
o—"2 ——— . (Millions of 50 e300 mA, 5Hz
| ——— 4 Operations) 40 '
40 30
0 20
0 0.1 03 0.6 08 1 18 100mA,5Hz 190 mA, 5Hz
Millions of Operations 6 15 48 100 150
¢~ Avg. - Max. = Min. Load Voltage {Volts)
Capacitance Across Open Contacts Capacitance Across Open Contacts
Quantity 50 Quantity 50

5-15 NI Operate

40
35
30

Number
of Units 15

10

5

0
0.1 0.25

04 055 07 0.85 1

Capacitance (picoFarads)

15-25 NI Operate

40
35
30

Number
of Units 15

10
5

0
0.1 0.25

04 0.55 0.7 0.85 1

Capacitance {picoFarads)
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BATTERY

CD2 VX <400 SERIES

Features & Benefits

+ Increases cvele life up to 122% versus standard
sealed lead-acid technology.

¥ Standby float life is increased by 1.5 times when
used in recommended optimum temperature
range.

¥ Up o 50% greater resist
optimum temperature r; :

" Provides hundreds to thousands of recharge

eveles (evele life is based on temperature and

depth of discharge)

ce to grid growth under

port. Recognized by L
CFR 171-159 for surface tran

MG Amendment 27 as a non-hazarde
for water transport.
¥ EUROBAT classification: General Purpose.
" Cvele durability according w [EC 896, Part 2
equals GO0,

" Nonspillable, useable in any position.

" Maintenance free.

w I{:,\I_um_'d internal resistance for superior
performance,

v Extended shelf life.

" Long service life,

' Increased current delivery for high-rave
discharge.

v Cyele or standby use.

v 100% capacity 1st eycle

" Uniform plate formation for consistent
capacites,

 CSB-manufactured batteries are UL-
recognized components under UL 924 CSB file
number MH 14333, 1SO 9001 Certified.

O IMIN......ooonenianin s n e pmn i s e 76.2 mm (3.0 inches)

CONTAINER MATERIAL ..

JGeneral Grade ABS

Also available: 94-V2(UL1778) flame retardant case

w167 mm (6.57 inches)
181 mm (7.13 inches)

......................................... weeesApprox. 15 mi2
....230 A (5 SEQ)
wneenennNUE 8 Bolt

CONSTANT POWER WATT RATINGS Watts/Cell @ 25°C (77°F) to 1.70 V/Cell

10 min. ....... 75.0 W/Cell
5 min. ..... 111.0 WiCell

.5 WiCell

15 min.........53.9 W/Cell
MAX. CHARGING CURRENT .............ccocommmmirnnmmmmmnrssmasnmnssnnsssnmnnsnes 6.8 A

Final Voltage

1.80
L70
1.67
1.60

Constant Power Watt Ratings  (Watts/Battery @ 25°C, 77°F)

650.0
T77.0
§26.0
542.0

3 min. Smin. 10min. 15min. 30 min. 60 min. 90 min. 3 hr. Shr. 8hr. 10hr. 20hr.
609.0 569.0 432.0 304.0 199.0 . 121.0 89.2 51.0 333 221 18.3  9.87
711.0 665.0 449.0 323.0 2120 1290 95.0 54.3 355 236 19.5 105
753.0 678.0  454.0 3290 2150 1320 96.7 55.3 36.1 24.0 19.8 10.7
T766.0 690.0  462.0 3440 2250 1370 101.0 57.7 31T 251 20.7 11.2

- -
Dimensions

EVX-12170

CERT

USA and Canada — usasls@csh

if CSB Battery of Americs
| 4018 Old Benbrook R
Tel: (817) 73
http:/fwww.
Latin America - latinsl

lorp.

ort Worth, Texas 76116 U.S.A.

b-battery.com

817) 732-2019

CERT

sh-battery.com

Europe - eurosls@
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Standby (Float) Life Cycle Life vs. Discharge Depth

lll
I -
r.--— - —:— bt:uu.h]rll = 124
& —|— Float Life T i
8 a4 . . of an —
3 EVY Batterv— a@n
o 50
& 2 i
- 0
- Standard 1 & I
2 14— Float Life - - 10
& J=  ofan - =
—SLA Battery ~ 30
03 -
| il _| : ¥ i
] 1) A0 30 1 20 ETE] () B0 100Kk 1,208 1441} 1.600 1,500 2000
Temperature ("C) Number of Cycles

Discharge Current vs. Discharge Voltage Optimum Temperature Ranges

Discharge Current (A) Final Discharge E?] tage (VICell) Discharge: oo 15°-50°C
0.2C2(A) 1.35 —_—
D20 (A)=0.5 1.70 Charge: 417957 5e-35°0
0.5C< (A)=<1.0G 1.55 Storage: 5°-104°F -15%-4070
(A) =00 1.30
-
Capacity Storage
OPEN CIRCUIT VOLTAGE vs. CAPACITY BATTERY SELF-DISCHARGE AT VARIOUS TEMPERATURES
68 2o - + 100 5
1 = iy — ‘ No supplementary charge iredl. —E
el ' Jor T —— Il:arllj'_{"lmll sulpplémn:ntnr_rrrlljlll]rlér::‘lmﬂm-:m:ij’ =
:1 SN o - 1040% eapacity is required.) =i
o 130 g _H. | %
Fea = i | B B £ i
= i e o 5:'-‘(',‘ Supplementary charge required before use, This 5 ]
= - = - oA B supplementary charge will help 1o recover the =
= 62 12.5 B \ (41. F} capacity and shanld be made as early a5 possible. E‘
-; :;: o) \ | \ | Supplementary charge required. However, battery may 3
2 6.0 [12.0 = \ | often fadl o recover 1R capacity on first fow eyeles, E
g % 40°C  30°C 20°C E
= =g = < o o The battery should never be left standing uatil - 5
20 E w0 (1067 (08°N | (05°7) | 1oty ok oot
—_ o =
0 20 40 60 80 100 5 0 | | | | 51 (7
Residual Capacity (%) T3t Q. 2 4w B3 10012 14 16 1820
Ambient Temperature 77°F (25°C) Storage Period {months)

Charging Procedures i Procaiions

Always charge batteries in an open,

‘Charge Voltage (V/Cell) : o well-ventilated area.
T = T * Do not charge batteries near equip-
; SIpPEratune i ment which may produce sparks.
tinnem | Compensation Required Currvent | Max. FETE ]
D‘%emp_ Chutside Optimum | Set | Allowable {A) Charge Ripple . ““_3".“ charge batteries in inverted
Applications|  Range ‘Temperature Range | Poine | Range | Amps | Time | Current position.
* Do not charge near an open flame.
seiasen U-l-:fI{?T +5mVIRC/Cell Estimated + Do not use smoking materials in
GyeleSil e o 245 |245-250| 04C | 1224 |01xGy|  battery charging area.

EVX : ) 350 SSmVECCell Hanirs s Electrolysis may cause hydrogen
12170 Under and oxvgen to be released toward
B Standby | 5°C=35°C | seq; [+3.3mVACHCell the end of a charging evele or in the

(Float) |41°F-95°F e 2275 | 2.25-2.301 04C  |Continuows) (.05 x Cag event the battery is overcharged.
: G (e The combination of hydrogen and

oxygen can result in an explosion if
a spark or flame is introduced,

Handling Precautions

= Never place or dispose of the battery near or in a fire. * Never clean ABS battery cases with organic solvents.

» Never short the terminals. o (CSI batteries contain dilute sulfuric acid and in the event of contaet to
+ Never operate the battery in a gas-tight container. the skin or elothing, the exposed areas should be flushed generously

« Never disassemble the battery. with water. If contaet with eves or mueous membranes oecurs, flush

generously with water and seck medical attention.
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